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TECHNICAL SPECIFICATION 
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Feed hopper Spider cap
Topshell, 
complete 

Mainshaft 
assembly 
complete

Eccentric, 
complete

Bottomshell 
assembly 
complete

Pinionshaft 
housing  

complete

Hydroset 
cylinder  

complete
Total Weight 

(approx.) Oil tank 

500 160 8 100 5 100 700 5 900 375 580 19 300 520

PERFORMANCE

DIMENSIONS (mm)

A B C D E    F G H I J K L M N O P Q R

4 075 1 300 745 980 1 050 2 000 848 2 420 4 600 1 280 1 900 1 350 1 880 993 1 766 951 1 252 691

WEIGHTS (kg)

Nominal capacities MTPH Chamber EC C MC

CSS 190–215 175–200 140–165

GG 200 185 150

SH 330 310 245

ML 450 400 300

Max motor power (kW) 220 220 220

Ecc. Throw (mm) 20–36 20–36 20–36

CSS (mm)

19 – – –

22 – – –

25 – – –

29 – – 245

32 – 291 257–391

35 273–318 304–463 269–409

38 285–434 317–483 281-427

41 297–452 331–503 292–445

44 309–470 344–456 304–403

48 325–495 362–421 320–372

51 337–447 375 332

54 349–406 – –

Standard Mantles A/B A/B A/B

CONE CRUSHER CS SERIES 
CS440


